Fondf’u Lac Natural

SU=TC Indiana Rockface Sills

BUILDING & LANDSCAPE STONE
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SPECIFICATIONS ASTM C-97
GEOLOGY  Limestone Water Absorption % 4.84 psi
TYPE Bulk Specific Gravity 2.27 psi
=@ PATTERN ASTM C-170

Parallel to Rift, Dry 5845 psi
z HEIGHTS 2.25"

Parallel to Rift, Wet 4693 psi
|| LENGTHS 48 Perpendicular to Rift, Dry 6581784 psi
Tg DEPTHS 2.50" Perpendicular to Rift, Wet 5735 psi
&) COoLorRs  Gray ASTM C-99

Parallel to Rift, Dry 784 psi
»L CcOVERAGE , ,

Parallel to Rift, Wet 727 psi
M WEIGHT  20-25 Ibs per unit

ASTM C-880
== FLATS Perpendicular to Rift, Dry 716 psi
:l"l: CORNERS Perpendicular to Rift, Wet 544 psi
,: NOTES Indiana limestone sills with rockfaced front.

Fond du Lac Natural Stone | fdInaturalstone.com
N4224 Hwy 175 PO Box 347 Fond du Lac, WI 54936-0347
Phone: 920-923-2800 | Toll Free: 877-923-2800 | Fax: 920-923-3800

UARRI ‘GOLD FABRICATOR

GOLD ER
ANSI/NSC 373-2013 ANSI/NSC 3732013
C0290908-101 C0289215-101



