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ASTM C-97
GEOLOGY  Sandstone Water Absorption % 12
TYPE Tumbled, 100% bedface Bulk Specific Gravity 2.78
Esm PATTERN  Mosaic ASTM C-170
\ Parallel to Rift, Dry (psi) 14214
z HEIGHTS Irregular shaped tumbled stone, up to 21
across Parallel to Rift, Wet (psi) 14213
[&>] LENGTHS Irregular up to 21" across Perpendicular to Rift, Dry (psi) 21814
Ii DEPTHS 3/4" to 1-1/4" Perpendicular to Rift, Wet (psi) 21320
0) COLORS Gray-Grey ASTM C-99
Parallel to Rift, Dry (psi) 3046
»C COVERAGE Thin Veneer Only , _
Parallel to Rift, Wet (psi) 3191
M WEIGHT 13 Ibs. per square foot.
ASTM C-880
=== FLATS 10 s/f Box, 100 s/f Crate, 180 s/f Crate Perpendicular to Rift, Dry (psi) 4351
:I"l: CORNERS 10 In/ft Box, 100 In/ft Crate Perpendicular to Rift, Wet (psi) 4351
2 NOTES

‘GOLD FABRICATOR
ANSI/NSC 3732013
C0289215-101

GOLD Qé_JA.RJ\lER
ANSI/NSC 373-2013
C0290908-101




